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ABSTRACT

Specimens of HY-130 steel were galvan-

ically coupled to 5456-117 aluminum in natural

sea water at velocities of 0 to 30 feet per

second. The steel was coated with an epoxy

primer and topcoat to various degrees: fully

coated, coated with defect, partially coated,

and uncoated. Corrosion rates of both mate-

rials increased with increasing sea-water
velocity. Corrosion of the HY-130 was reduced

and that of the aluminum was increased when

galvanically coupled, with the effect on the

aluminum increasing with increasing amount

of uncoated steel area.

28-938 iii

~AArBBLOI@NT r!U4M



ADMINISTRATIVE INFORMATION

This report was prepared under 
work Unit 1-2813-153, Task

Area SF 54 541 702, Task 17256, 
and constitutes milestone la 

in

the November 1973 Program Summary.

2i

I/
I/

28-938 iv



TABLE OF CONTENTS

Page

ABSTRACT iii
ADMINISTRATIVE INFORMATION iv

INTRODUCTION 1
INVESTIGATION I

Material I
Apparatus and Procedure I

RESULTS AND DISCUSSION 2
LIST OF FIGURES

Figure 1 - Photograph; Rotating Disk Apparatus
Figure 2 - Drawing; Rotating Disk Corrosion Test

Specimen
Figure 3 - Photograph; HY-130 Steel, Fully Coated
Figure 4 - Photograph; HY-130 Steel, Coated with

Defect
Figure 5 - Photograph; HY-130 Steel, Partially Coated
Figure 6 - Photograph; HY-130 Steel, Uncoated
Figure 7 - Photograph; 5456-H117 Aluminum, 0 Fr/S
Figure 8 - Photograph; 5456-HIll Aluminum, 15 FT/S
Figure 9 - Photograph; 5456-HiI7 Aluminum, 30 FT/S
Figure 10 - Graph; Corrosion of HY-130
Figure 11 - Graph; Corrosion of Aluminum Coupled to

HY-130
INITIAL DISTRIBUTION

28-938 v



INTRODUCTION

HY-130, a low-alloy quenched and tempered high strength
steel, has been proposed for struts and foils of aluminum-hulled
hydrofoil craft. It will require suitable coating for protection
against corrosion. Nevertheless, some galvanic corrosion effect
between the steel struts and foils and the aluminum hull is
likely when the craft is hullborne. The amount of galvanic
corrosion will depend on the integrity of coatings on the mate-
rials, and also will be a function of speed, which, for hull-
borne operation, would range from 0 to about 30 ft/s.* While
these general trends can be predicted with reasonable confidence,
the relative effect of these factors and severity of corrosion
is unknown. Therefore, experiments have been carried out to
provide this information. This report presents the results
obtained in corrosion tests of coated and galvanically coupled
steel and aluminum specimens exposed in sea water at velocities
in the range of about 0 to 30 ft/s.

INVESTIGATION

MATERIAL

HY-130 steel specimens were machined from 7/32-inch rolled-
sheet product while the aluminum specimens were machined from
1/2-inch sheet of 5456-H117 alloy. No subsequent heat treat-
ments were performed. Nominal compositions of these materials
follow:

. HY-130 - 5% Ni, 0.5% Cr, 0.5% Mo, 0.1% V, 0.12% C,
0.075% Mn, 0.15% Cu, balance Fe.

* 5456-H117 aluminum - 0.8% Mn, 5.25% Mg, 0.1% Cr,

balance Al.

APPARATUS AND PROCEDURE

Figure 1 illustrates the apparatus used in the tests;
figure 2 shows the test specimens. Specimens were affixed to
both sides of two micarta disks by means of common nylon or
steel screws. The steel screws served as a means for galvanic
coupling of the specimens as well as securing them to the disks.
The disks were then mounted on a motor-driven rotating shaft

*Abbreviations used in this text are from the GPO Style Manual,

1973, unless otherwise noted.
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immersed in natural sea water. Specimen velocity was determined
by the disk diameter. The angular velocity of the shaft was
425 r/min, with resultant velocities of 18 (-15) and 34 (-30)
ft/s for the two disk diameters used in this investigation. A
third disk style was made for static tests and was not attached
to the shaft, but instead was immersed in the sea-water trough
at 2 (-0) ft/s. Test length was 60 days.

All steel specimens except those reserved for adhesion mea-
surements were sandblasted before coating. Coating coverage was
varied to obtain specimens that were fully coated, coated with
defect (knife-scribed X), 3/4 coated, and u.,coated. The coating
system used was an epoxy type, MIL-P-24441/l primer and MIL-P-
24441/2 topcoat. No aluminum specimens were sandblasted or
coated.

Triplicate tests were run on all steel specimens, both
coupled to aluminum and uncoupled for comparison. At the comple-
tion of the test, coating adhesion tests were attempted and the
degree of corrosion and coating damage on the specimens was
determin'd by weight loss measurements and visual inspection.

RESULTS AND DISCUSSION

Table 1 presents results of the exposures. Figures 3 through
6 show the visual evidence of the corrosion of the HY-130 speci-
mens, while figures 7 through 9 show the (pgradation of the
aluminum specimens. Weight-loss data is plotted for HY-130 in
figure 10 and for aluminum in figure 11. From visual examination
of the specimens and weight-loss data analysis, the following
test results can be noted:

a Increasing the sea-water velocity increased the
corrosion of the uncoated HY-130 by a factor of two when coupled
to aluminum and a factor of five when uncoupled.

e Increasing the exposed area of HY-130 increased the
overall weight loss roughly in proportion, indicating little

corrosion of coated material.

o Coupling of HY-130 to aluminum decreased the amount
of corrosion of the steel by 3-10 times, with the effect being
greater at higher velocities.

28-938 2
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o The corrosion rate of the aluminum was increased
from 2-30 times by coupling it to HY-130, with the effect
increasing with increasing axposed areas of the steel. The
corrosion rate of aluminum when coupled to steel at 30 ft/s can
be described as catastrophic; while at 0 ft/s the effect can be
considered moderate.

o The corrosion rate of aluminum increased 7-15 times
with increasing sea-water velocity.

o Some corrosion-erosion damage was noted on the high
velocity aluminum specimens.

Several HY-130 specime ns were not sandblasted before the
coating system was applied. Coating adhesion on these specimens
after exposure was extremely poor (too low for measurement) as
the coating was literally "falling off." Poor adhesion of these
non-sand-blasted specimens can be attributed either to the very
smooth (<10 rms) surface finish on the specimens, or the presence
of a contaminant, such as machine oil, which was not completely
removed by the precoating specimen preparation procedure. In
contrast, the coating adherence on properly prepared and sand-
biasted specimens was excellent, with no instances of failure
except due to impact.

Recognizing the limitations of applying small specimen data
to a large craft, it is nevertheless important to mention the
severe attack which might occur on an aluminum-hulled hydrofoil
before lift-off velocity, due to the galvanic effects of uncoated
portions of the HY steel struts and foils. Coating integrity is
therefore critical, not only for corrosion-erosion protection
of the steel, but for the prevention of galvanic corrosion of
the aluminum. In addition, the importance of using proper appli-
cation procedures to ensure good coating adhesion cannot be
overemphasized.

28-938 4



Figure1

Rotating Disk Test Apparatus
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Figure 2
Rotating Disk Corrosion Test Specimen
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UNCOUPLED

0 FT/S 15 FT/S 30 FT/S

COUPLED To ALUMINUM,

Figure 3
HY-130 Steel, Fully coated
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UNCOUPLED

o FT/S 15 FT/S 30 FT/S

COUPLED To ALUMINUM\

Figure4
HY-130 Steel, coated with Defect
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0 FT/S 15 FT/s 30 FT/S

COUPLED To ALUMINUM

Figure 5
HY-130 Steel, Partially Coated

(No Specimens Tested in Uncoupled Condition)

28 -938



UNCOUPLED

0 FT/S 15 FT/S 30 FT/S

COUPLED To ALUMINUM

Figure6
HY-130 Steel, Uncoated
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Corrosion of Coated HY-130

28-938



10

6

4-

2-

0.8-
0.6-

0.4-

0.2-

. 0.-
0.08
0.060

0.04

0.02

0.01
0.008
0.006

0.004

S- "'UjLL
0-C' o D <

< 0 LU 0
LU LU 5 0

FigueI-

0.00- of Au u Cu Q UM OU~ LL L" ac

ZQ LU <Z Z 0 LU z Z Z 0 LU <Z
U0 CL D U 0O

0.001---------------------------- -

0 FTJS "15 FT/S -30OFT/S

Figure 11
Corrosion of Aluminum Coupled to HY-130

28-938



INITIAL DISTRIBUTION

Copies

8 NAVSHIPS
1 (SHIPS 03Z2)
1 (SHIPS 031)
3 (SHIPS 0342-2)-

2 (SHIPS 2052)

1 (PMS 303)

1 NAVSEC (SEC 6101D)

1 NAVSECPHILADIV

2 DDC

CENTER DISTRIBUTION

copies Code

1 (11)

1 (115)

1 (1158)

1 (280)

1 (2803)

15 (2813)

1 (2841) (Bohiander)

1 (5642)

1 (5811.1)

*Addressee.

28-938, March 1974



Secsirsr Classification Unclassified
DOCUMENT CONTROL DATA - R & D

Security classification of title, body of absr n rd inde-ig annotnic- -- f,. be entered hfen the overall report I. ].-it, id)

Naval Ship Research and Development Center Unclassified

Research and Development
5 AU TrSOR(SI (First niaime, middle intitial, last niamte)

Harvey P. Hack
6REPORT DATE To. TOTAL NO OF PAGES Tlb. N OF REIS

March 1974 20
So. CONTRACT OR GRANT NO. go. ORIGINATOR'S REPORT rUMBERISk

b. PROJECT NO.2 
-3Task Area SF 514 5241 702 _________________

Task~~F1 S T.TyER REPORT NOIS) (Any ather nsiribirs that nay be assignedC. Ta k 17 56 1 this report)

dwork Unit 1-2813-153
i0 DISTRIBUTION STATEMENT Distribution limited to U. S. Government agencies only;
Test and Evaluation; March 1974. Other requests for this document must
be referred to Commander, Naval Ship Systems Command (SHIPS 0342),
Washinston, D. C. 20362.
11. SUPPLEMSENTARY NOTES 2 PON"SORING MILITART ACTI VITY

NAVSHIPS

3 ABSTRACT

Specimens of HY-130 steel were galvanically coupled to
5456-H117 aluminum in natural sea water at velocities of 0 to
30 feet per second. The steel was coated with an epoxy primer
And topcoat to various degrees: fully coated, coated with defect,
artially coated, and uncoated. Corrosion rates of both mate-
* ials increased with increasing sea-water velocity. Corrosion
of the HY-130 was reduced and that of the aluminum was increased
when galvanically coupled, with the effect on the aluminum
increasing with increasing amount of uncoated steel ar~ea.

(Author)

D D INo~vM 1473 (PG )PLATE NO. 21856 Unclassified
S/N 0102.014.4600 Secur, I ClssificItion



curity Cl~~inUnclassified

KEY WORDS LINK A LINK 8 LINK C

ROLE WT ROLE WT ROLE WT

S tee 3.
Aluminum alloy
Galvanic corrosion
Coatings
Hydrofoil craft

POEM..47 (BACK) Unclassified
(PAGE 2) Security Classification


